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Definition

A constructed barrier to livestock, wildlife, or
people.

Conditions Where Practice Applies

This practice may be applied on any area where
access management is needed.

General Criteria

Fencing materials shall be of a quality and durability
that meets the intended management objectives.
Construction shall be performed in a manner that
meets the intended management objective. Wire
and hardware will be new, galvanized material.

Height, number, and spacing of wires will be
installed to facilitate control and management of the
animal(s) and /or people of concern.

Height size, spacing, and type of posts will be used
that best provides the needs for the style of fence
required and is best suited for the topography.

Manufacturers’ guidelines shall be adhered to
during installation of each type of fence to ensure
proper component assembly.

WV Job Sheet- Fence (382) July 2005

Photo: J. Schmidt, USFWS

All fence construction shall comply with federal,
state and local fencing codes.

Other Considerations

Fences across gullies or streams require special
braces and design. Breakaway fences or swinging
water gaps allow debris and water to flow past the
fence line without destroying the adjacent fence.

Any permanent fencing for grazing livestock should
allow flexibility to facilitate implementation of the
grazing plan and permit land management activities
such as nutrient application, pest control, forage
harvest, and other appropriate practices.

Follow all manufacturers’ safety precautions for
handling and installing fencing materials. Place
warning signs on electric fences every 150 to 200
feet, wherever the public is expected to encounter
the fence. Other types of fence are available for
consideration and specifications for those types are
available through Max-Flex™.

Wire shall be attached on the sides of posts that will

receive the greatest pressure from animals. Wire
will be placed on the outside of posts on curves.
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Locate fences to facilitate maintenance. Where References

applicable, clear right of ways should be , . . ™

established and maintained to facilitate fence -pl;htfl'?::?gnfoénfl?lt?e‘cjjo‘k‘)/\/lzhelgltelsTE"'heI';/'lri?-;l?%nc'ng

construction and maintenance. ublicatl : X-Flex = - PIrSt | Ing -
Since 19787, 2002 Version; (WV FOTG Reference)

When possib|e’ install fences across s|opes to For more detailed information refer to that

improve grazing distribution, rainfall infiltration, and document or contact the Max-Flex™ Company

reduce soil erosion. direCtly at U.S. Rt. 219, Linside, WV 24951, or at

http://www.maxflex.com or phone: 1-800-356-5458.

Locate fences to facilitate livestock management,
handling, watering, and feeding.

Remove temporary fence during non-grazing season to
minimize flood or deer damage.

Fence — WV Job Sheet
Specifications

Site-specific requirements are listed on the specifications sheet. Additional provisions are entered on the job sketch sheet.
Specifications are prepared in accordance with the NRCS Field Office Technical Guide. See practice standard (382) Fence.

Client: Farm #:
Field(s): Tract #:
Planned By: Location:
Date: Fence Length:

Landowner Objectives:

Purpose (check all that apply)

O Reduce erosion and improve water quality by
controlling livestock access to streams, springs,
wetlands, and ponds

O Protect sensitive environmental areas and the
flora from vehicular, pedestrian, or animal traffic

O Protect newly planted areas from disturbance until | O Protect the safety or people, livestock, and wildlife

established by limiting or denying access to hazardous areas
O Facilitate handling, movement, and feeding of O Improve distribution and timing of livestock
livestock in the pasture environment grazing

0O Other (specify)

Post Type

Post type may be: Fiberglass, Black Locust, Pressure Treated Softwood, or

Other (specify)

WV Job Sheet- Fence (382) July 2005 Page 2 of 5



ONRGS ¢

atural Resources
onservation Service

Type of Fence (check all that apply)

Number of Strands Wire Spacing Purpose Posts Notes
3 or 4 ft fiber glass or
8” and 18” above H ‘é"g?tden pOStSdSpatffed All strands are electrified except
round 0gs apart and set in in very dry, very frozen or very
9 the ground 18” sandy areas, every other one
g
minimum should be connected to the
O 2strand ground.
high tensile o ]
electric ] ] No bracing is required for 3
, , S ft fiberglass posts with | strands or less on posts driven a
o) 18" and 40" above Cattle 4 ft battens minimum of 4 ft. deep and where
13 ground posts are leaned away from the
o Spaced 40 - 120 ft apart directio.n of the tension 4 inches
w with battens up to 40 ft | for a 5inch post. _
o apart and set in the Wlth bracing lean pqst 1 inch for
ué O 3strand ) ) ) ground 18” minimum ﬁ’]?hln%hsFOSt and 2 inches fora 7
o high tensile | 16 26" and 40 Cattle post.
3 electric above ground Black locust or pressure treated
3 pine should be used if not using
Sheep and Goats - fiberglass.
posts 30 - 90 ft apart Selected creosoted dry
O 5 strand Goat with battens up to 30 ft hardwood (ash, red and white
i i 67,127, 18", 28” and ’ apart oak or maple dried to 14-16%
high tgnsne 40" above ground Sheep and moisture) may be used without
electric Cattle insul
Cattle - 40 ft - 120 ft insulators.
apart with battens up to
40’ apart
Number of Strands Wire Spacing Purpose Posts Notes
O 6 strand high 14" 29" 30" 38" 46" Posts 16 ftapart | 0O *For 9-12 strand high
i . . o or 30 ft with tensile fence in feedlots and
tensile (non and 54” above the Horses
— i battens 10 ft corrals, posts should be
G electric) ground
2 apart. spaced 10 ft apart or 16 ft
5 _ with battens 8 ft apart and
ﬁ O 8 str?nd high 4”7 8", 12", 18", 24", Past electrified.
t i - ” El » astures:
T ensile (non 307, 38" and 46 Posts set up t O *Wires #2, #4, and the top
c electric) above ground osts set up to and |
o Cattle | 15 ft apart or 30 ft strand may be “hot” for
= O 9 strand high o apart with battens problems with dogs,
9 tensile (non- 4’, 87,127, 18", 24", 10 ft apart. coyotes and hard to hold
"'_." electric) 307, 38”7, 46” and 54” stock.
S ) Lots & Corrals: Black Locust or pressure treated
3 O 10 sFrand high 4”8, 12", 16", 207, (9-12 strand) pine should be used.
o tensile (non- 247,28, 34”, 40” and posts are 10 ft
=z electric) 46” apart or 16 ft No bracing is required for 3 strands
't apart with battens | or less on posts driven a minimum
P 8 ft apart and of 4 ft. deep and where posts are
= electric leaned away from the direction of
E Shegp ' the tension 4 inches for a 5 inch
= ] an post.
8 o 12 SFrand high 4” 8", 12", 16", 207, Cattle Posts S.hC.)UId bef With bracing lean post 1 inch for a
£ tensile (non- 247 28", 34", 40” 46", se1t aminimum OF g inch post and 2 inches for a 7
minimum of 4ft
deep in terrain Selected creosoted dry hardwood
di (ash, red and white oak or maple
IPS. dried to 14-16% moisture) may be
used without insulators.
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Number of Strands Wire Spacing Purpose Posts Notes
] Horses - Post are set
0O 2strand high 22” and 46” above Y 20-40 ft apart with All strands are
tensile electric ground OrSeS | pattens 10-20 ft apart. electrified except in
Posts are set 2-3 ft deep | Very dry, very frozen
or very sandy areas,
Horses - Post are set every other one
16”, 28” and 42” 20-40 ft apart with should be connected
above ground battens 10-20 ft apart. to the ground.
i Posts are set 2-3 ft dee
H ?efltsrﬁgilzlgtzc or Horse and P | No bracing is required
2 Cattle Cattle - Posts are set for 3 strands or less
g 127, 26” and 46” 40-120 ft apart with on posts driven a
w above ground battens up to 40 ft apart. minimum of 4 ft and
o Posts are set 2-3 ft deep | POsts should be
‘0 leaned away from the
E} Horses - Post are set direction of the tension
= 20-40 ft apart with 4 inche; fora ingh
2 battens 10-20 ft apart. post; 1inch for a 6 inch
T - - ost; and 2” inches for
= |0 4strand high 10", 20", 32", and 46" | Horse and | "OSts are set2-3 ftdeep | POS: !
2 ; : a 7 inch post.
= tensile electric above ground Cattle
- Cattle - Posts are set
40-120 ft apart with Black Locustor
battens up to 40 ft apart. | Pressure treated pine
Posts are set 2-3 ft deep | Should be used.
] Selected creosoted
46", 107, 207, 32, Sheep | Lostsareset30-90Mt 1 o ood (ash,
” apart with battens up to )
and 46” above red and white oak or
, 30 ft apart. Posts are :
O 5 strand high ground set 2-3 ft deep maple dried to 14-16%
tensile electric moisture) may be
52" above ground battens 10 -20 ft apart. :
Posts are set 2-3 ft deep
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Fence — WV Job Sheet

If needed, an aerial view or a side view of the practice can be shown below. Other relevant information, complementary practices and
measures, and additional specifications may be included.

Operation and Maintenance

Regular inspection of fences should be part of an on-going management program. Inspection of all components of the
fencing system after storm events is required (including posts, gates, corners, brace assemblies, wire tensions, anchors,
connections and spacers). Keep heavy vegetation away from fences and check tension and voltage at various intervals on
a regular basis. Maintenance and repairs will be performed as needed. Retain and properly discard all broken fencing
material and hardware to prevent ingestion by animals or injury to equipment, people, or animals. Appropriate precautions
should be taken to ensure the safety of construction and maintenance crews. Other:

For information regarding this practice contact:

at

The United States Department of Agriculture (USDA) prohibits discrimination in its programs on the basis of race, color, national origin, sex,
religion, age, disability, political beliefs and marital or familial status. (Not all prohibited bases apply to all programs.) Persons with
disabilities who require alternative means for communication program information (Braille, large print, audiotape, etc.) should contact the
USDA Office of Communications (202) 720-2791.

To file a complaint of discrimination write USDA, Director, Office of Civil Rights, Room 326-W, Whitten Building, 14th and Independence
Avenue, SW, Washington, DC 20250-9410 or call (202) 720-5964 (voice or TDD). USDA is an equal opportunity provider and employer.
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